
WATER 
FITTINGS





The company DOMEX started its business operation in 1992 
in Piława Górna. 10 years later, in 2002, the company was 
transformed into a limited liability company and moved to  
a newly built location in Dzierżoniów, within the Wałbrzych 
Special Economic Area.

We are one of the biggest Polish manufacturers of water, 
sewage and gas fittings. Our specialty are hydrants, steel 
couplings and fittings. Our offer is also complemented by 
professional services provided in the field of comprehensive 
CNC machining and powder painting. We have many years of 
experience and references in contract production for globally 
recognized companies from many industries including textile, 
agricultural machinery and automotive.

As a family-owned business with a long tradition, we chose 
a value-based management model, which determines our 
sustainable development and decisions we make every day.

The dynamic development of our company due to the expanding 
production portfolio, the implementation of new technologies 
and management methods have resulted in an increase in the 
competitiveness of our company in terms of quality and price, 
thanks to which we are successful in our industry on the domestic 
and foreign market. We work on the basis of modern machinery 
park and innovative technology, while all manufactured products 
have the necessary certifications and attestations.

The motto of our company is to cover as many needs of the 
waterworks and wastewater sector customers as possible, thus, 
in addition to serial products, we also manufacture products 
according to individual requirements of our customers.

As a contract manufacturing company, we can offer ready-
made solutions or participate in the manufacturing process of 
own-brand products.



According to the adopted motto, Domex provides the widest 
possible protection of the customers’ needs in the water supply 
and sewage industry by offering a number of complementary 
products such as flanged gate valves, threaded valves, spotters, 
flanged and threaded saddles, clamps, ductile iron pipe 
couplings and adaptors,cast iron fittings, repair fittings and all 
kinds of accessories.

The group of water supply connections, developed together 
with customers for almost 30 years, is our showcase of 
reliability, quality and design thought. These are products that 
customers keep coming back for, and 100% of quality control is 
a feature that connects all our products.

WE BUILD 
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In the case of repair fittings, the most important factor is often 
the speed of reaction and the use of the appropriate product 
for the specific type of failure. A fully equipped machine park 
and high availability of components enable immediate reaction, 
and the designs of repair clamps, clamps sets and caulkers, 
proven by multiple tests, guarantee tightness.

DOMEX accessories is the group of products built in 
cooperation with customers. The complementary products 
include such products as: fixed and telescopic spindles, 
inserts for PE pipes, wrenches for hydrants and valves, service 
connectors, flange sealing set, and many others.

The constant development of DOMEX company, new products, 
new accessories - this is the direction we follow.

QUALITY TOGETHER
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WATER SUPPLY CONNECTIONS

101 p. 12 102 p. 16 111 p. 20 112 p. 22 121 p. 24 122 p. 26

Flanged gate 
valve F4

Flanged gate 
valve F5

Threaded gate 
valve F/F

Threaded gate 
valve F/M

Spotter 
for PE/PVC

Spotter for steel, 
ductile/cast iron 

and AC pipes

DUCTILE IRON COUPLINGS AND ADAPTORS

301 p. 42 302 p. 44 308 p. 46 311 p. 50 312 p. 52

Pipe 
coupling RR

Universal pipe 
coupling RU

Universal pipe 
coupling NPU

Flange 
adaptor RK

Universal flange 
adaptor RKU

REPAIR FITTINGS EXPANSION JOINT

401 p. 58 402 p. 60 411 p. 62 416 p. 66 421 p. 68 701 p. 74

Dual repair 
clamp UU

Triple repair 
clamp UUU

Repair 
clamp ON

Repair 
clamps set

Caulker Expansion 
joint

131 p. 28 132 p. 30 136 p. 32 161 p. 34 181 p. 36

Threaded 
saddle NR

Flanged 
saddle NRK

Tapping saddle for PE/
PVC pipes

Flanged ball 
check valve

Flanged 
strainer
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FLANGED FITTINGS

801 p. 78 803 p. 80 804 p. 82 805 p. 84 808 p. 86 809 p. 88

Flanged 
tee T

Duckfoot 
bend N 90⁰

Flanged 
bend Q 90⁰

Flanged 
bend FFK 45⁰

Double flanged 
spigot FF

Single flanged 
spigot F

ACCESSORIES

911 p. 104 913 p. 106 916 p. 108 931 p. 110 933 p. 112 961 p. 114

Fixed length extension 
spindle for gate valves

Telescopic extension 
spindle for gate valves

Handwheel 
for gate valve

PE pipe 
insert

Flange 
sealing set

Overground 
hydrant S-KEY

810 p. 90 811 p. 92 812 p. 94 813 p. 96 814 p. 98

Single flanged 
spigot FW

Reducer 
FFR

Threaded 
flange

Blank 
flange X

Flange converter 
DN80 8/4

962 p. 116 963 p. 118 964 p. 120 965 p. 121

Gate valve 
and underground 

hydrant T-KEY

Service connector 
with hydrant valve

Hydrant 
drain cover

Marker 
plate
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WATER SUPPLY 
CONNECTIONS



INDEX NO.

APPLICATION
Waterworks systems and other liquids chemically 
neutral. Used to shut off the flow in water systems.

DESIGN FEATURES
• diameter range DN40-DN1000
• body - ductile iron EN GJS-500-7
• rolled stem made of stainless steel
• steam seal replaceable under the pressure
• stems seals - o-rings 3+1
• wedge - ductile iron, completely vulcanised 

with EPDM
• straight passage
• replaceable wedge nut - brass
• bonnet bolts - stainless steel,  

protected with a sealing paste
• anti-dust seal protecting from the dirt
• wedge - provided with two plastic guides, 

enabling smooth movement in the housing
• DN40-DN300: brass nut protected against 

unscrewing
• anti-corrosive coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• conforms to PN-EN 1074-1, PN-EN 1074-2
• face-to-face length acc. to PN-EN 558
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• flanges acc. PN-EN 1092-2 

- DN40-DN150: PN10/PN16 
- DN200-DN1000: PN10 or PN16

• temperature range: -10°C / +70°C 

101 FLANGED 
GATE VALVE F4
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DN40-DN300

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 (Rubber-coated) 
wedge

EN GJS-500-7 + 
EPDM

PN-EN 1563 + 
PN-EN 681-1

3 Wedge nut CW612N PN-EN 12164

4 Bolt A2 PN-EN ISO 4762

5 Bonnet seal EPDM PN-EN 681-1

6 Rolled steam 1,4021 PN-EN 10088-1

7 Bonnet seal EN GJS-500-7 PN-EN 1563

8 Seal o-ring 16 x 3 EPDM PN-EN 681-1

9 Washer Tarnamid

10 Seal o-ring 21 x 3 EPDM PN-EN 681-1

11 Seal o-ring 35 x 4 EPDM PN-EN 681-1

12 Bushing CW612N PN-EN 12164

13 Dust seal EPDM PN-EN 681-1

14 Stud screw M3 A2 DIN551

DN PN L 
[mm]

n-Ø d 
[mm]

D 
[mm]

Øk 
[mm]

d 
[mm]

b 
[mm]

t 
[mm]

H 
[mm]

H1 
[mm]

B 
[mm]

Weight 
[kg] Rotations

Opening 
torque 
[Nm]

Øe 
[mm]

f 
[mm]

40 10/16 140 4-Ø 19 150 110 84 19,0 3 315 240 14 10,0 5 40 4,5 12

50 10/16 150 4-Ø 19 165 125 99 19,0 3 318 236 14 11,0 6,5 50 4,5 12

65 10/16 170 4-Ø 19 185 145 118 19,0 3 351 258 17 14,0 6,5 65 5 14

80 10/16 180 8-Ø 19 200 160 132 19,0 3 389 289 17 17,0 10,5 80 5 14

100 10/16 190 8-Ø 19 220 180 156 19,0 3 429 319 19 22,0 10,5 100 5 15

125 10/16 200 8-Ø 19 250 210 184 19,0 3 486 361 19 30,0 13,0 125 5 15

150 10/16 210 8-Ø 23 285 240 211 19,0 3 541 398 19 35,0 15,5 150 5 15

200 10 230 8-Ø 23 340 295 266 20,0 3 679 509 24 60,0 40,5 200 6 15,5

200 16 230 12-Ø 23 340 295 266 20,0 3 679 509 24 60,0 40,5 200 6 15,5

250 10 250 12-Ø 23 405 350 319 22,0 3 811 608 27 85,0 42,0 250 6 18,5

250 16 250 12-Ø 28 405 355 319 22,0 3 811 608 27 85,0 42,0 250 6 18,5

300 10 270 12-Ø 23 460 400 370 24,5 4 913 683 27 120,0 51,0 300 6 18,5

300 16 270 12-Ø 28 460 410 370 24,5 4 913 683 27 120,0 51,0 300 6 18,5
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DN350-DN1000

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 (Rubber-coated) 
wedge

EN GJS-500-7  
+EPDM

PN-EN 1563 + 
PN-EN 681-1

3 Wedge nut CW612N PN-EN 12164

4 Rolled stem  1.4021 PN-EN 10088-1

5 Bonnet seal EPDM PN-EN 681-1

6 Bonnet bolt A2 PN-EN 10088-1

7 Bonnet EN GJS-500-7 PN-EN 1563

8 Dust seal EPDM PN-EN 681-1

9 Upper bonnet EN GJS-500-7 PN-EN 1563

10 Upper bushing CW612N PN-EN 12164

11 Lower bushing CW612N PN-EN 12164

12 Washer Nylon

13 O-ring EPDM PN-EN 681-1

14 O-ring EPDM PN-EN 681-1

15 Air release A2 PN-EN 10088-1

16 Lifting eye S235JR PN-EN 10020

17 Bolt A2 PN-EN 10088-1

18 Washer  A2 PN-EN 10088-1

DN L 
[mm]

PN10 PN16
b 

[mm]
f 

[mm]
H1 

[mm]
H 

[mm]
Weight

[kg] Rotations
Opening 
torque 
[Nm]ØD 

[mm]
ØK 

[mm]
Ød 

[mm]
Ø 

of holes 
[mm]

ØD 
[mm]

ØK 
[mm]

Ød 
[mm]

Ø 
of holes 

[mm]

350 290 520 460 429 16 x Ø23 520 470 429 16 x Ø28 26,5 4 789 1049 228 51,0 410

400 310 580 515 480 16 x Ø28 580 525 480 16 x Ø31 28,0 4 869 1159 258 57,5 450

500 350 715 620 582 20 x Ø28 715 650 609 20 x Ø34 31,5 4 1054 1411 380 42,0 460

600 390 780 725 682 20 x Ø31 840 770 720 20 x Ø37 30/36 5 1207/1214 1598/1604 670 51,0 670

700 430 910 840 794 24 x Ø31 910 840 794 24 x Ø37 39,5 5 1342 1797 820 78,0 760

800 470 1025 950 901 24 x Ø34 1025 950 901 24 x Ø41 43,0 5 1512 2024 1130 89,0 860

900 510 1125 1050 1001 28 x Ø34 1125 1050 1001 28 x Ø41 46,0 5 1662 2225 1580 101,0 960

1000 550 1255 1160 1112 28 x Ø37 1255 1170 1112 28 x Ø44 50,0 5 1838 2270 2980 111,0 1000

14

www.domex-group.com

We reserve the right to design changes according to standards and technological progress
2021/01



15We reserve the right to design changes according to standards and technological progress
2021/01

WATER SUPPLY CONNECTIONS



INDEX NO.

APPLICATION
Waterworks systems and other liquids chemically 
neutral. Used to shut off the flow in water systems.

DESIGN FEATURES
• diameter range DN40-DN1000
• body - ductile iron EN GJS-500-7
• rolled stem made of stainless steel
• steam seal replaceable under the pressure
• stems seals - o-rings 3 + 1
• wedge - ductile iron, completely vulcanised 

with EPDM
• straight passage
• replaceable wedge nut - brass
• bonnet bolts - stainless steel,  

protected with a sealing paste
• anti-dust seal protecting from the dirt
• wedge - provided with two plastic guides, 

enabling smooth movement in the housing
• DN40-DN300: brass nut protected against 

unscrewing
• anti-corrosive coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• conforms to PN-EN 1074-1, PN-EN 1074-2
• face-to-face length acc. PN-EN 558
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• flanges acc. PN-EN 1092-2 

- DN40-DN1500: PN10/PN16 
- DN200-DN1000: PN10 or PN16

• temperature range: -10°C / +70°C

FLANGED 
GATE VALVE F5

102
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DN40-DN300

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 (Rubber-coated) 
wedge

EN GJS-500-7 + 
EPDM

PN-EN 1563 + 
PN-EN 681-1

3 Wedge nut CW612N PN-EN 12164

4 Bonnet bolt A2 PN-EN ISO 4762

5 Bonnet seal EPDM PN-EN 681-1

6 Rolled stem 1,4021 PN-EN 10088-1

7 Bonnet EN GJS-500-7 PN-EN 1563

8 Seal o-ring 16 x 3 EPDM PN-EN 681-1

9 Washer Tarnamid

10 Seal o-ring 21 x 3 EPDM PN-EN 681-1

11 Seal o-ring 35 x 4 EPDM PN-EN 681-1

12 Bushing CW612N PN-EN 12164

13 Dust seal EPDM PN-EN 681-1

14 Stud screw M3 A2 DIN551

DN PN L 
[mm]

n-Ø d 
[mm]

D 
[mm]

Øk 
[mm]

d 
[mm]

b 
[mm]

t 
[mm]

H 
[mm]

H1 
[mm]

B 
[mm]

Weight 
[kg] Rotations

Opening 
torque 
[Nm]

Øe 
[mm]

f 
[mm]

40 10/16 240 4-Ø 19 150 110 84 19,0 3 315 240 14 11,0 5 40 4,5 12

50 10/16 250 4-Ø 19 165 125 99 19,0 3 318 236 14 13,0 6,5 50 4,5 12

65 10/16 270 4-Ø 19 185 145 118 19,0 3 351 258 17 15,0 6,5 65 5 14

80 10/16 280 8-Ø 19 200 160 132 19,0 3 389 289 17 19,0 10,5 80 5 14

100 10/16 300 8- Ø 19 220 180 156 19,0 3 429 319 19 24,0 10,5 100 5 15

125 10/16 325 8-Ø 19 250 210 184 19,0 3 486 361 19 34,0 13,0 125 5 15

150 10/16 350 8-Ø 23 285 240 211 19,0 3 541 398 19 42,0 15,5 150 5 15

200 10 400 8-Ø 23 340 295 266 20,0 3 679 509 24 65,0 40,5 200 6 15,5

200 16 400 12-Ø 23 340 295 266 20,0 3 679 509 24 65,0 40,5 200 6 15,5

250 10 450 12-Ø 23 405 350 319 22,0 3 811 608 27 90,0 42,0 250 6 18,5

250 16 450 12-Ø 28 405 355 319 22,0 3 811 608 27 90,0 42,0 250 6 18,5

300 10 500 12-Ø 23 460 400 370 24,5 4 913 683 27 130,0 51,0 300 6 18,5

300 16 500 12-Ø 28 460 410 370 24,5 4 913 683 27 130,0 51,0 300 6 18,5
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DN350-DN1000

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 (Rubber-coated) 
wedge

EN GJS-500-7  
EPDM

PN-EN 1563 + 
PN-EN 681-1

3 Wedge nut CW612N PN-EN 12164

4 Bonnet bolt 1.4021 PN-EN 10088-1

5 Bonnet seal EPDM PN-EN 681-1

6 Rolled stem A2 PN-EN 10088-1

7 Bonnet EN GJS-500-7 PN-EN 1563

8 Anti-dust seal EPDM PN-EN 681-1

9 Upper bonnet EN GJS-500-7 PN-EN 1563

10 Upper bushing CW612N PN-EN 12164

11 Lower bushing CW612N PN-EN 12164

12 Washer Nylon

13 O-ring EPDM PN-EN 681-1

14 O-ring EPDM PN-EN 681-1

15 Air release A2 PN-EN 10088-1

16 Lifting eye  S235JR PN-EN 10020

17 Bolt A2 PN-EN 10088-1

18 Washer  A2 PN-EN 10088-1

DN L 
[mm]

PN10 PN16
b 

[mm]
f 

[mm]
H1 

[mm]
H 

[mm]
Weight

[kg] Rotations
Opening 
torque 
[Nm]ØD 

[mm]
ØK 

[mm]
Ød 

[mm]
Ø 

of holes 
[mm]

ØD 
[mm]

ØK 
[mm]

Ød 
[mm]

Ø of holes 
[mm]

350 550 520 460 429 16 x Ø23 520 470 429 16 x Ø28 26,5 4 789 1049 280 51,0 410

400 600 580 515 480 16 x Ø28 580 525 480 16 x Ø31 28,0 4 869 1159 320 57,5 450

500 700 715 620 582 20 x Ø28 715 650 609 20 x Ø34 31,5 4 1054 1412 480 42,0 460

600 800 780 725 682 20 x Ø31 840 770 720 20 x Ø37 30/36 5 1207/1214 1597/1604 802 51,0 670

700 900 910 840 794 24 x Ø31 910 840 794 24 x Ø37 39,5 5 1342 1797 1000 78,0 760

800 1000 1025 950 901 24 x Ø34 1025 950 901 24 x Ø41 43,0 5 1512 2025 1440 89,0 860

900 1100 1125 1050 1001 28 x Ø34 1125 1050 1001 28 x Ø41 46,0 5 1662 2225 2100 101,0 960

1000 1200 1255 1160 1112 28 x Ø37 1255 1170 1112 28 x Ø44 50,0 5 1838 2270 3528 111,0 1000
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INDEX NO.

APPLICATION
Waterworks systems and other liquids chemically 
neutral. Used to shut off the flow in water systems.

DESIGN FEATURES
• diameter range DN25-DN50
• body - ductile iron EN GJS-500-7
• rolled stem made of stainless steel
• stems seals - o-rings
• wedge - brass vulcanised with EPDM
• straight passage
• hood protecting from the dirt
• bonnet bolts - stainless steel,  

protected with a sealing paste
• anti-corrosive coating - epoxy RAL5005,  

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: -10°C / +70°C

THREADED 
GATE VALVE F/F

111
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Bonnet seal EPDM PN-EN 681-1

3 Bonnet EN GJS-500-7 PN-EN 1563

4 Lip washer EPDM PN-EN 681-1

5 Circlip Stainless steel DIN 471

6 Washer Polyamide (PA) PN-EN ISO 1874-1

7 O-ring 1  EPDM PN-EN 681-1

8 Bush Polyamide (PA) PN-EN ISO 1874-1

9 Rolled stem 1.4021 (2H13) PN-EN 10088-3

10 Dust seal EPDM PN-EN 681-1

11 O-ring 2 EPDM PN-EN 681-1

12 Bolt  1.4301 (0H18N9) PN-EN ISO 4762

13 Wedge CW617N + EPDM PN-EN 12164  
PN-EN 681-1

DN L 
[mm]

H 
[mm]

H1 
[mm]

G
["]

F 
[mm]

E 
[mm]

B 
[mm]

ØD1 
[mm]

S 
[mm] T V 

[mm]
Weight  

[kg]

25 120 163 189 1" 16 21 22 18 12 M6 44 2,3

32 140 171 201 5/4" 16 21 25 18 12 M6 50 2,6

40 145 196 233 6/4" 16 21 25 20 14 M6 60 3,5

50 160 216 258 2" 16 21 27 20 14 M6 70 4,7
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INDEX NO. 112 THREADED 
GATE VALVE F/M

APPLICATION
Waterworks systems and other liquids chemically 
neutral. Used to shut off the flow in water systems.

DESIGN FEATURES
• diameter range DN25-DN50
• body - ductile iron EN GJS-500-7
• rolled stem made of stainless steel
• stems seals - o-rings
• wedge - brass vulcanised with EPDH
• straight passage
• hood protecting from the dirt
• bonnet bolts - stainless steel,  

protected with a sealing paste
• anti-corrosive coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: -10°C / +70°C
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Bonnet seal EPDM PN-EN 681-1

3 Bonnet EN GJS-500-7 PN-EN 1563

4 Lip washer EPDM PN-EN 681-1

5 Circlip Stainless steel DIN 471

6 Washer Polyamide (PA) PN-EN ISO 1874-1

7 O-ring 1  EPDM PN-EN 681-1

8 Bush Polyamide (PA) PN-EN ISO 1874-1

9 Rolled steam 1.4021 (2H13) PN-EN 10088-3

10 Dust seal EPDM PN-EN 681-1

11 O-ring 2 EPDM PN-EN 681-1

12 Bolt  1.4301 (0H18N9) PN-EN ISO 4762

13 Wedge CW617N + EPDM PN-EN 12164  
PN-EN 681-1

DN L 
[mm]

H 
[mm]

H1 
[mm]

G
["]

F 
[mm]

E 
[mm]

B 
[mm]

F1 
[mm]

ØD1 
[mm]

S 
[mm] T V 

[mm]
Weight  

[kg]

25 140 163 189 1" 16 21 24 24 18 12 M6 44 2,1

32 167 171 201 5/4" 16 21 25 24 18 12 M6 50 2,7

40 167 196 233 6/4" 16 21 25 24 20 14 M6 60 3,5

50 172 216 258 2" 16 21 27 24 20 14 M6 70 4,6
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INDEX NO. 121 SPOTTER 
FOR PE/PVC

APPLICATION
Waterworks systems and other liquids
chemically neutral. Intended for connections
with a threaded female outlet.

DESIGN FEATURES
• range for pipe with diameters between  

63 mm and 315 mm
• threaded female outlet - from 1” to 2”
• body and saddle clamp - ductile iron EN GJS-500-7
• bolts - stainless steel
• bonnet bolts - stainless steel,  

protected with sealing paste
• straight passage
• wedge - vulcanised with EPDM
• anti-corrosive coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: -10°C / +70°C
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563
2 Bonnet seal EPDM PN-EN 681-1
3 Bonnet EN GJS-500-7 PN-EN 1563
4 Lip washer EPDM PN-EN 681-1
5 Circlip Stainless steel DIN 471
6 Washer Polyamide (PA) PN-EN ISO 1874-1
7 O-ring 1 EPDM PN-EN 681-1
8 Bush Polyamide (PA) PN-EN ISO 1874-1
9 Rolled steam 1.4021 (2H13) PN-EN 10088-3
10 Dust seal EPDM PN-EN 681-1
11 O-ring 2 EPDM PN-EN 681-1
12 Bolt 1.4301 (0H18N9) PN-EN ISO 4762

13 Brass wedge CW617N + EPDM PN-EN 12164 
PN-EN 681-1

14 Body 2 EN GJS-500-7 PN-EN 1563
15 Seal EPDM PN-EN 681-1
16 Body 3 EN GJS-500-7 PN-EN 1563
17 Bolt A2 PN-EN ISO 4017
18 Washer A2 PN-EN ISO 7089

Pipe diameter 
D 

[mm]

Threaded outlet 
[cal]

H 
[mm]

L 
[mm] 

+/-5mm

Kw 
[mm]

Weight  
[kg]

63

1" 163 169 12 8,0
1 1/4" 171 179 12 8,1
1 1/2" 196 184 14 8,6

2" 216 199 14 8,4

90

1" 163 180 12 8,7
1 1/4" 171 190 12 9,0
1 1/2" 196 195 14 9,2

2 216 210 14 9,0

110

1" 163 191 12 9,7
1 1/4" 171 201 12 9,6
1 1/2" 196 206 14 10,0

2" 216 221 14 9,8

125

1" 163 200 12 10,5
1 1/4" 171 210 12 10,3
1 1/2" 196 215 14 10,7

2" 216 230 14 10,5

160

1" 163 231 12 13,7
1 1/4" 171 241 12 13,8
1 1/2" 196 246 14 13,8

2" 216 261 14 13,7

200

1" 163 252 12 17,0
1 1/4" 171 262 12 16,9
1 1/2" 196 267 14 17,2

2" 216 282 14 17,1

225

1" 163 253 12 17,1
1 1/4" 171 263 12 17,0
1 1/2" 196 268 14 17,3

2" 216 283 14 17,2

250

1" 163 275 12 20,6
1 1/4" 171 285 12 20,1
1 1/2" 196 290 14 19,6

2" 216 305 14 20,4

315

1" 163 335 12 25,6
1 1/4" 171 345 12 25,1
1 1/2" 196 350 14 24,6

2" 216 365 14 24,1
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INDEX NO. 122 SPOTTER FOR STEEL, 
DUCTILE/CAST IRON 
AND AC PIPES

APPLICATION
Waterworks systems and other liquids
chemically neutral. Intended for connections
with a threaded female outlet.

DESIGN FEATURES
• range for DN80-DN300 pipes
• threaded female outlet - 2” 
• body - ductile iron EN GJS-500-7
• saddle clamp - ductile iron EN GJS-500-7  

and stainless steel 
• bolts - stainless steel
• bonnet bolts - stainless steel,  

protected with a sealing paste
• straight passage
• wedge - brass vulcanised with EPDM
• anti-corrosive coating- epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: -10°C / +70°C
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Bonnet seal EPDM PN-EN 681-1

3 Bonnet EN GJS-500-7 PN-EN 1563

4 Lip washer EPDM PN-EN 681-1

5 Circlip Stainless steel DIN 471

6 Washer Polyamide (PA) PN-EN ISO 1874-1

7 O-ring 1 EPDM PN-EN 681-1

8 Bush Polyamide (PA) PN-EN ISO 1874-1

9 Rolled stem 1.4021 (2H13) PN-EN 10088-3

10 Dust seal EPDM PN-EN 681-1

11 O-ring 2 EPDM PN-EN 681-1

12 Bolt 1.4301 (0H18N9) PN-EN ISO 4762

13 Wedge CW617N + EPDM PN-EN 12164 
PN-EN 681-1

14 Body 2 EN GJS-500-7 PN-EN 1563

15 Nut S235JR / Zn5 PN-ENIS 4032

16 Washer PE

17 Seal EPDM PN-EN 681-1

18 Clamp 0H18N9 PN-EN 10088-1

DN
Diameter range 

D min-max 
[mm]

Height 
H 

[mm]

Length  
L 

[mm]

Kw  
[mm]

Threaded 
outlet  

["]

Weight   
[kg]

80 89-98

216

264

14 2''

8,0

100 108-118 274 8,1

125 133-144 287 8,2

150 159-170 300 8,3

175 191-200 315 8,3

200 216-225 327,5 8,3

225 241-250 340 8,3

250 267-280 355 8,4

300 315-326 378 8,5
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INDEX NO. 131 THREADED 
SADDLE NR

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connections with  
a threaded female outlet.

DESIGN FEATURES
• pipe diameteres DN80-DN300
• threaded female outlet - 2” 
• body - ductile iron EN GJS-500-7
• saddle clamp and bolts - stainless steel
• EPDM seal for potable water or NBR seal

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Nut A4 PN-EN 10088-1

3 Washer PE

4 Seal EPDM or NBR PN-EN 681-1

5 Pin A2 DIN 975

6 Clamp 0H18N9 PN-EN 10088-1

DN
Diameter range 

[mm]
Height 
[mm]

Width 
[mm]

Threaded 
outlet Weight  

[kg]
Dmin-max A B Gw

80 88-98 80 200 2" 2,30

100 108-118 80 200 2" 2,40

125 133-144 80 200 2" 2,50

150 159-170 80 200 2" 2,50

175 191-200 80 200 2" 2,60

200 216-225 80 200 2" 2,60

225 241-250 80 200 2" 2,65

250 267-280 80 200 2" 2,70

300 315-326 80 200 2" 2,80
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INDEX NO. 132 FLANGED 
SADDLE NRK

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral.
Intended for connections with flanged outlets
DN50, DN80 or DN100.

DESIGN FEATURES
• pipe diameteres DN80-DN600
• flange outlet DN50, DN80 or DN100
• body - ductile iron EN GJS-500-7
• saddle clamp and bolts - stainless steel
• EPDM seal for potable water or NBR seal

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• flange connection acc. PN-EN 1092-2
• seal acc. PN-EN 681-1
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Nut A4 PN-EN 10088-1

3 Washer PE

4 Seal EPDM or NBR PN-EN 681-1

5 Pin A2 DIN 975

6 Clamp 0H18N9 PN-EN 10088-1

Dn DN

Diameter range 
[mm]

Height 
[mm]

Width 
[mm]

Flange
[mm] Weight  

[kg]D min-max 
[mm] A B Dz

80 ductile iron/steel

50

89-98 115 200 165 5,20

100 ductile iron/steel 108-118 115 200 165 5,25

125 ductile iron/steel 133-144 115 200 165 5,30

150 ductile iron/steel 159-170 115 200 165 5,30

175 ductile iron/steel 191-200 115 200 165 5,35

200 ductile iron/steel 216-225 115 200 165 5,40

225 ductile iron/steel 241-250 115 200 165 5,70

250 ductile iron/steel 267-280 115 200 165 5,75

300 ductile iron/steel 315-326 115 200 165 5,80

150 ductile iron/steel

80

159-170 145 220 200 10,00

200 ductile iron/steel 216-225 140 235 200 10,50

250 ductile iron/steel 267-280 140 235 200 10,50

300 ductile iron/steel 315-326 140 235 200 10,50

350 steel 355-368 135 258 200 11,00

350 ductile iron 375-385 135 258 200 11,00

400 steel 406-419 135 258 200 11,00

400 ductile iron 428-438 135 258 200 11,00

500 steel 508-521 135 258 200 11,50

500 ductile iron 530-540 135 258 200 11,50

600 steel 610-622 135 258 200 12,00

600 ductile iron 630-640 135 258 200 12,00

150 ductile iron/steel

100

159-170 145 220 220 10,00

200 ductile iron/steel 216-225 140 235 220 10,50

250 ductile iron/steel 267-280 140 235 220 10,50

300 ductile iron/steel 315-326 140 235 220 10,50

350 steel 355-368 135 258 220 11,00

350 ductile iron 375-385 135 258 220 11,00

400 steel 406-419 135 258 220 11,00

400 ductile iron 428-438 135 258 220 11,00

500 steel 508-521 135 258 220 11,50

500 ductile iron 530-540 135 258 220 11,50

600 steel 610-622 135 258 220 12,00

600 ductile iron 630-640 135 258 220 12,00

Flange outlet DN50

Flange outlet DN80/DN100
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INDEX NO. 136 TAPPING SADDLE 
FOR PE/PVC PIPES

APPLICATION
Waterworks systems. Intended for connections  
with a threaded female outlet on PE/PVC pipes.

DESIGN FEATURES
• diameter range between 63 mm and 315 mm
• body - ductile iron EN GJS-500-7
• bolts, washers - stainless steel
• EPDM seal for potable water

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• nominal pressure PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• seal acc. PN-EN 681-1
• temperature range: -10°C / +70°C
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No. Part Material Standard 

1 Body 1 EN GJS-500-7 PN-EN 1563

2 Seal EPDM PN-EN 681-1

3 Bolt 0H18N9 PN-EN ISO 4017

4 Washer 0H18N9 PN-EN ISO 7089

5 Body 2 EN GJS-500-7 PN-EN 1563

Pipe 
diameter 

[mm]

Threaded 
female outlet  

["]
A B H N M Weight  

[kg]

63

1"

85 108 64 4 8

2,5

1 1/4" 2,5

1 1/2" 2,5

2" 2,5

90

1"

90 135 75 4 10

3,0

1 1/4" 3,0

1 1/2" 3,0

2" 3,0

110

1"

100 155 86 4 12

4,0

1 1/4" 4,0

1 1/2" 4,0

2" 4,0

125

1"

100 170 95 4 12

5,0

1 1/4" 5,0

1 1/2" 5,0

2" 5,0

160

1"

110 210 126 4 12

6,0

1 1/4" 6,0

1 1/2" 6,0

2" 6,0

200

1"

110 252 147 4 16

8,5

1 1/4" 8,5

1 1/2" 8,5

2" 8,5

225

1"

200 285 148 4 16

10,5

1 1/4" 10,5

1 1/2" 10,5

2" 10,5

250

1"

140 312 170 6 16

11,5

1 1/4" 11,5

1 1/2" 11,5

2" 11,5

315

1"

250 385 230 8 16

21,5

1 1/4" 21,0

1 1/2" 20,5

2" 20,0
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INDEX NO. 161 FLANGED BALL 
CHECK VALVE

APPLICATION
Waterworks systems, wastewater, rainfall water 
systems and other liquids chemically neutral.

DESIGN FEATURES
• diameter range DN50-DN200
• body, bonnet - ductile iron EN GJS-500-7
• seal between the bonnet and the body  

made of NBR
• ball made of NBR
• bolts connecting the bonnet with the body 

made of stainless steel
• straight passage
• can be installed vertically and horizontally
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• face-to-face length acc. PN-EN 558
• flange connection acc. PN-EN 1092-2: 

- DN50-DN150: PN10/PN16 
- DN200: PN10 or PN16

• marking according to PN-EN 19
• experiments and tests acc. PN-EN 1074-1, 

PN-EN 1074-3
• temperature range: -10°C to +70°C
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DN L 
[mm]

D 
[mm]

PN10 PN16
b 

[mm]
H 

[mm] KVs Weight  
[kg]D1 D2 n-Ø D1 D2 n-Ø

65 240 185 145 118 4-19 145 118 4-19 19 131 140 9,50

80 260 200 160 132 8-19 160 132 8-19 19 150 253 11,80

100 300 220 180 158 8-19 180 158 8-19 19 185 369 17,10

125 350 250 210 188 8-19 210 188 8-19 19 224 642 24,60

150 400 285 240 212 8-23 240 212 8-23 19 265 962 33,30

200 500 340 295 264 8-23 295 264 12-23 20 338 1990 55,20

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Cover EN GJS-500-7 PN-EN 1563

3 Seal NBR PN-EN 681-1

4 Nut 0H18N9 PN-EN ISO 4032

5 Washer 0H18N9 PN-EN ISO 7089

6 Bolt 0H18N9 PN-EN ISO 4017

7 Ball Steel + NBR PN-EN 681-1
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INDEX NO. 181 FLANGED 
STRAINER

APPLICATION
Waterworks systems and other liquids chemically 
neutral.

DESIGN FEATURES
• diameter range DN50-DN300
• body, bonnet - grey iron EN GJL-250 
• filtering cartridge - stainless steel (1.4301/0H18N9)
• seal between the cover and the body SPETOBAR®

• bolts connecting the cover with the body - 
galvanised, stainless steel bolts also available

• the filter may be cleaned without removal from  
the line

• filtering parameters:
- DN50: 1,00 mm, 45 meshes per cm²
- DN65 – DN80: 1,25 mm, 28 meshes per cm²
- DN100 – DN300: 1,6 mm, 15 meshes per cm²
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm
• can be produced according to individual 

customer needs

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1561
• face-to-face length acc. PN-EN 558
• flange connection acc. PN-EN 1092-2: 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10 or PN16

• marking according to PN-EN 19
• experiments and tests acc. PN-EN 12266-1
• temperature range: -10°C / +70°C
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DN L 
[mm] ØD1 ØD2 ØD3 ØD4 H 

[mm]
H1 

[mm]
H2 

[mm]
PN10 PN16

m x S beta
[°]

b
[mm]

Volume
[dm³]

Weight 
[kg]ØK n x Ød1 ØK n x Ød1

65 290 185 118 111 67 242 317 115 145 4 x n19 145 4 x n19 4 x M12 45,0 20 1,4 12,5

80 310 200 132 124 80 271 365 135 160 8 x n19 160 8 x n19 4 x M12 22,5 22 2,2 15,5

100 350 220 156 155 103 315 431 162 180 8 x n19 180 8 x n19 4 x M12 22,5 24 4,1 23,5

125 400 250 184 185 128 379 507 188 210 8 x n19 210 8 x n19 8 x M16 22,5 26 7,1 37,5

150 480 285 211 210 150 429 579 211 240 8 x n23 240 8 x n23 8 x M16 22,5 26 11,7 51,5

200 600 340 266 263 198 532 734 272 295 12 x n23 295 12 x n23 10 x M16 15,0 30 25,5 90,5

250 730 405 319 312 245 630 884 327 355 12 x n23 350 12 x n28 12 x M18 15,0 32 47,3 141,0

300 850 460 370 370 292 729 1016 384 410 12 x n23 400 12 x n28 12 x M20 15,0 32 80,8 191,0

No. Part Material Standard 

1 Body EN GJL-250 PN-EN 1561

2 Cover EN GJL-250 PN-EN 1561

3 Discharge plug S235JR / Zn5 
or 0H18N9 DIN 910

4 Seal SPETOBAR®

5 Filtrating 1,4301 PN-EN 10088-3

6 Cartridge S235JR / Zn5 
or 0H18N9 PN-EN ISO 4017

7 Washer S235JR / Zn5 
or 0H18N9 PN-EN ISO 7089

8 Copper seal Cu DIN 7603
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DUCTILE IRON 
COUPLINGS 
AND ADAPTORS



INDEX NO.

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connecting between 
plain ends of ductile iron, steel and AC pipes. 11-22 
variants also available for PE/PVC.

DESIGN FEATURES
• diameter range:
- DN80-DN300 - for ductile iron,  

steel and AC pipes
- DN80-DN200 - for PE/PVC pipes
• body, bonnet - ductile iron EN GJS-500-7
• EPDM seal for potable water or NBR seal  

for wastewater
• product’s height and body shape enable correct 

installation, suitable pipe arrangement and trouble-
free operation in difficulted conditions

• standard bolts - galvanised, stainless steel bolts 
also available

• pipe angular deflection up to ± 3°
• ability to connect different pipe types
• variants 11-22: special, vulcanised brass clamping 

ring in a seal preventing the pipe from sliding out
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• RR var. 01-02: nominal pressure PN10/PN16
• RR PE/PVC var. 11-22: nominal pressure PN10
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C

301 PIPE 
COUPLING RR
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Variant 01-02 - Pipe coupling RR  

Variant 11-22 - Pipe coupling RR PE/PVC

DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 88 - 102 170±5 216 7,1

100 108 - 128 170±5 242 7,7

150 159 - 184 170±5 304 10,7

200 219 - 238 170±5 360 14,8

250 273 - 280 170±5 400 18,2

300 315 - 326 170±5 448 21,3

DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 90 170±5 216 7,2

100 110 170±5 242 7,8

150 160 170±5 304 10,8

200 225 170±5 360 15,0

No. Part Material Standard 

1 Nut S235JR / Zn5 PN-EN ISO 4032

2 Bolt S235JR / Zn5 PN-EN ISO 4014

3 Body EN GJS-500-7 PN-EN 1563

4 Seal EPDM or NBR PN-EN 681-1

5 Cover EN GJS-500-7 PN-EN 1563

6 Washer S235JR / Zn5 PN-EN ISO 7089

No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Nut S235JR / Zn5 PN-EN ISO 4032

3 Bolt S235JR / Zn5 PN-EN ISO 4014

4 Cover EN GJS-500-7 PN-EN 1563

5 Ring MO-58 PN-EN 12164

6 Seal EPDM or NBR PN-EN 681-1

7 Washer S235JR / Zn5 PN-EN ISO 7089
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INDEX NO. UNIVERSAL PIPE 
COUPLING RU

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connecting plain 
ends of ductile iron, steel and AC pipes.

DESIGN FEATURES
• diameter range DN80-DN300
• body, bonnet - ductile iron EN GJS-500-7
• EPDM seal for portable water or NBR seal  

for wastewater
• product’s height and body shape enable correct 

installation suitable pipe arrangement and trouble - 
free operation in difficulted conditions

• standard connecting bolts - galvanised,  
stainless steel bolts also available

• pipe angular deflection up to ± 4°
• screwed independently on both ends  

of the coupling
• ability to connect different pipe types
• anticorrosion coating - epoxy RAL5005,  

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• nominal pressure PN10/PN16
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C

302
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DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 87 - 106 220 196 8,5

100 108 - 132 245 232 11,7

150 158 - 192 280 345 21,7

200 206 - 231 315 393 30,7

250 266 - 311 385 490 51,0

300 315 - 356 385 540 69,0

No. Part Material Standard 

1 Cover EN GJS-500-7 PN-EN 1563

2 Bolt S235JR / Zn5 PN-EN ISO 4017

3 Nut S235JR / Zn5 PN-EN ISO 4032

4 Body EN GJS-500-7 PN-EN 1563

5 Seal EPDM or NBR PN-EN 681-1

6 Washer S235JR / Zn5 PN-EN ISO 7089
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INDEX NO.

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for repairs of ductile 
iron, steel AC and PE/PVC pipes.

DESIGN FEATURES
• diameter range:
- DN80-DN300 - for ductile iron,  

steel and AC pipes
- DN80-DN200 - for PE/PVC pipes
• body, bonnet - ductile iron EN GJS-500-7
• EPDM seal for potable water or NBR seal  

for wastewater
• the large product’s height and body shape enable 

correct installation, suitable pipe arrangement  
and trouble - free operation in difficult conditions

• standard connecting bolts - galvanised, stainless 
steel bolts also available

• independently screwed on both ends  
of the universal pipe coupling 

• ability to connect different pipe types
• variants 11-22: seal with a brass ring for PE/PVC 

pipes for enquiry
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• var. 01-02: nominal pressure PN10/PN16
• var. 11-22: nominal pressure PN10
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C 

UNIVERSAL PIPE 
COUPLING NPU

308
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DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 88 - 102 250±5 216 10,1

100 108 - 128 250±5 242 11,4

150 159 - 184 250±5 304 16,5

200 219 - 238 250±5 360 21,9

250 273 - 280 250±5 400 28,3

300 315 - 326 250±5 448 30,0

No. Part Material Standard 

1 Cover EN GJS-500-7 PN-EN 1563

2 Bolt S235JR / Zn5 PN-EN ISO 4017

3 Nut S235JR / Zn5 PN-EN ISO 4032

4 Body EN GJS-500-7 PN-EN 1563

5 Seal EPDM or NBR PN-EN 681-1

6 Washer S235JR / Zn5 PN-EN ISO 7089
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INDEX NO.

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connecting plain 
ends of ductile iron,steel and AC pipes with flange 
fittings. 11-22 variants also available for PE/PVC. Do 
not use at the end of a pipeline.

DESIGN FEATURES
• diameter range: 

- DN80-DN300 - for ductile iron, steel and AC 
pipes 
- DN80-DN200 - for PE/PVC pipes

• body, bonnet - ductile iron EN GJS-500-7
• EPDM seal potable tap water or NBR seal 

for wastewater
• product’s height and body shape enable correct 

installation, suitable pipe arrangement and trouble-
free operation in difficult conditions

• standard connecting bolts - galvanised, 
stainless steel bolts also available

• pipe angular deflection ± 3°
• variants 11-22: special, vulcanised brass clamping 

ring in a seal preventing the pipe from sliding out
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10 or PN16

• RR PE/PVC var. 11-22: nominal pressure PN10
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C

FLANGE 
ADAPTOR RK

311
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Variant 01-02 - Flange adaptor  RK  

Variant 11-22 - Flange adaptor  RK PE/PVC

DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

50 56,5 - 66,5 180±5 145 5,4

65 72,5-82,5 180±5 165 6,0

80 88-102 180±5 216 8,3

100 108-128 190±5 242 10,2

125 139-154 200±5 270 13,2

125/
150 139-154 200±5 270 13,8

150 159-184 210±5 304 15,8

175/
200 190-204 220±5 325 20,3

200 219-238 220±5 360 20,0

225/
250 245-250 220±5 380 29,2

250 273-280 230±5 400 29,1

300 315-326 230±5 448 33,3

DN
Diameter range Height Width

Weight  
[kg]D

[mm]
L

[mm]
B

[mm]

50 63 180±5 145 5,7

80 90 180±5 216 8,4

100 110 190±5 242 10,3

150 160 210±5 304 16,0

200 225 220±5 360 20,3

No. Part Material Standard 

1 Bolt S235JR / Zn5 PN-EN ISO 4017

2 Cover EN GJS-500-7 PN-EN 1563

3 Seal EPDM or NBR PN-EN 681-1

4 Nut S235JR / Zn5 PN-EN ISO 4032

5 Body EN GJS-500-7 PN-EN 1563

6 Washer S235JR / Zn5 PN-EN ISO 7089

No. Part Material Standard 

1 Bolt S235JR / Zn5 PN-EN ISO 4017

2 Cover EN GJS-500-7 PN-EN 1563

3 Seal EPDM or NBR PN-EN 681-1

4 Ring MO-58 PN-EN 12164

5 Nut S235JR / Zn5 PN-EN ISO 4032

6 Body EN GJS-500-7 PN-EN 1563

7 Washer S235JR / Zn5 PN-EN ISO 7089
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INDEX NO. UNIVERSAL FLANGE 
ADAPTOR RKU

312
APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connecting plain 
ends of ductile iron, steel and AC pipes with flange 
fittings.

DESIGN FEATURES
• diameter range DN80-DN300
• body, bonnet - ductile iron EN GJS-500-7
• EPDM seal for potable water or NBR seal  

for wastewater
• product’s height and body shape enable correct 

installation, suitable pipe arrangement and  
trouble - free operation in difficulted conditions

• standard connecting bolts - galvanised, 
stainless steel bolts also available

• pipe angular deflection up to ± 4°
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• flange connection acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16 
- DN200-DN300: PN10 or PN16

• temperature range: 
- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 87 - 106 177 196 7,9

100 108 - 132 190 232 10,7

150 158 - 192 210 345 17,7

200 206 - 231 240 393 25,9

250 266 - 311 275 490 48,0

300 315 - 356 390 540 54,4

No. Part Material Standard 

1 Cover EN GJS-500-7 PN-EN 1563

2 Bolt S235JR / Zn5 PN-EN ISO 4017

3 Nut S235JR / Zn5 PN-EN ISO 4032

4 Seal EPDM or NBR PN-EN 681-1

5 Body EN GJS-500-7 PN-EN 1563

6 Washer S235JR / Zn5 PN-EN ISO 7089
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REPAIR 
FITTINGS



INDEX NO. DUAL REPAIR 
CLAMP UU

401
APPLICATION
Waterworks systems, wastewater and other 
liquids chemically neutral. Intended for repairs of 
longitudinal and transverse cracks in ductile iron, 
steel and AC pipes.

DESIGN FEATURES
• diameter range DN15-DN300
• body - ductile iron EN GJS-500-7
• EPDM or NBR seal
• standard connecting bolts - galvanised, 

stainless steel bolts also available
• can be installed using one wrench
• anticorrosion coating - epoxy RAL5005,  

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• nominal pressure: 

- DN15-DN150: PN16 
- DN200-DN300: PN10

• temperature range: 
- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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DN15-DN50 

DN80-DN300 

DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

15 20 - 23 100 115 1,9

20 25 - 28 100 120 2,0

25 31 - 35 120 127 2,6

32 41 - 45 120 138 2,7

40 48 - 52 140 145 3,4

50 57 - 61 140 158 3,7

DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
L

[mm]
B

[mm]

80 88 - 99 225 219 9,8

100 107 - 119 225 246 11,4

150 157 - 170 225 291 13,8

200 219 - 226 310 352 26,4

250 270 - 276 310 420 37,0

300 320 - 328 310 471 41,6

No. Part Material Standard 

1 Bolt S235JR / Zn5 PN-EN ISO 4014

2 Nut S235JR / Zn5 PN-EN ISO 4032

3 Body EN GJS-500-7 PN-EN 1563

4 Seal EPDM /NBR PN-EN 681-1

5 Washer S235JR / Zn5 PN-EN ISO 7089

No. Part Material Standard 

1 Bolt S235JR / Zn5 PN-EN ISO 4014

2 Nut S235JR / Zn5 PN-EN ISO 4032

3 Body EN GJS-500-7 PN-EN 1563

4 Seal EPDM /NBR PN-EN 681-1

5 Washer S235JR / Zn5 PN-EN ISO 7089

L

L
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INDEX NO. TRIPLE REPAIR 
CLAMP UUU

402
APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for repairs of ductile 
iron, steel and AC pipes.

DESIGN FEATURES
• diameter range DN80-DN200
• body - ductile iron EN GJS-500-7
• EPDM or NBR seal
• standard connecting bolts - galvanised, 

stainless steel bolts also available
• can be installed using one wrench
• anticorrosion coating - epoxy RAL5005,  

min. 250 μm

TECHNICAL DATA / STANDARDS
• face-to-face length according to the drawing
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• nominal pressure: DN80-DN200: PN16
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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DN
Diameter range Height Width

Weight  
[kg]Dmin-max 

[mm]
A

[mm]
B

[mm]

80 88 - 100 170 185 7,6

100 107 - 119 170 200 8,0

150 157 - 170 220 245 12,7

200 215 - 225 250 300 18,9

No. Part Material Standard 

1 Bolt S235JR / Zn5 PN-EN ISO 4017

2 Nut S235JR / Zn5 PN-EN ISO 4032

3 Body EN GJS-500-7 PN-EN 1563

4 Seal EPDM or NBR PN-EN 681-1

5 Washer S235JR / Zn5 PN-EN ISO 7089

6 Plate S235JR PN-EN 10020
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INDEX NO. REPAIR 
CLAMP ON

411
APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for repairs of ductile 
iron, steel AC and PE/PVC pipes.

DESIGN FEATURES
• diameter range DN15-DN300
• EPDM for potable water or NBR  

for wastewater and gas
• body - stainless steel or acid-resistant steel
• standard connecting bolts - galvanised, stainless 

steel bolts also available
• one-piece, bipartite or tripartite design according 

to a table of examples
• face-to-face length between 100 mm and 400 mm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 10088-1
• seal acc. PN-EN 681-1
• clamps tested acc. PN-EN 12266-1
• nominal pressure: PN6 - PN16
• temperature range: 

- EPDM: 0°C / +80°C 
- NBR: 0°C / +80°C 
- NBR GAS: +20°C / +80°C
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No. Part Material Standard 

1 One-piece clamp 0H18N9 PN-EN 10088-1

2 Seal EPDM or NBR PN-EN 681-1

3 Milled pressure 
element S235JR / Zn5 PN-88/H-84020

4 Flat pressure 
element S235JR / Zn5 PN-88/H-84020

5 Bolt A2 PN-EN ISO 4014

6 Nut A4 PN-EN ISO 4032

7 O-ring NBR PN-EN 681-1

One-piece repair clamp DN15-DN40

No. Part Material Standard 

1 Clamp with 
a C-profile 0H18N9 PN-EN 10088-1

2 Clamp with an 
angled profile 0H18N9 PN-EN 10088-1

3 Bolt A2 PN-EN ISO 4014

4 O-ring EPDM or NBR PN-EN 681-1

5 Washer A2 PN-EN ISO 7089

6 Nut A4 PN-EN ISO 4032

7 Seal EPDM or NBR PN-EN 681-1

Bipartite repair clamp with a profile DN80-DN350

No. Part Material Standard 

1

Tripartite clamp 
with an angle 
profile and 
a C-profile

0H18N9 PN-EN 10088-1

2 Bolt A2 PN-EN ISO 4014

3 O-ring EPDM or NBR PN-EN 681-1

4 Washer A2 PN-EN ISO 7089

5 Nut A4 PN-EN ISO 4032

6 Seal EPDM or NBR PN-EN 681-1

Tripartite repair clamp with a profile DN400-DN600
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DN

Diameter range [mm] Clamp length [mm]
Clamp 
type*Steel Ductile

iron 100 150 200 250 300 400

15 19-23 - x x - - - - 1D

20 25-29 - x x - - - - 1D

25 30-34 - x x - - - - 1D

32 40-44 - x x - - - - 1D

40 46-50 - x x - - - - 1D

50 60-66 x - x x x x 1D

65 76-82 x - x x x x 1D

80 86-92 95-101 x - x x x x 2K

100 105-111 115-121 x - x x x x 2K

125 136-142 141-147 - - x x x x 2K

150 156-162 167-173 - - x x x x 2K

175 192-198 - - x x x x 2K

200 217-223 - - x x x x 2K

225 243-249 - - - x x x 2K

250 270-276 - - - x x x 2K

300 322-328 - - - x x x 2K

350 352-358 374-380 - - - x x x 2K

400 403-411 425-433 - - - x x x 3K

500 503-511 527-535 - - - x x x 3K

600 605-613 631-639 - - - x x x 3K

NOTE: 
*Clamp type:  
1D - One-piece repair clamp
2K - Bipartite repair clamp with a profile
3K - Tripartite repair clamp with a profile
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INDEX NO. REPAIR 
CLAMPS SET 1-5

416
APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for repairs of ductile 
iron, steel AC and PE/PVC pipes.

DESIGN FEATURES
• set of 5 repair clamps allowing repairs within 

the diameter range DN100 to DN600
• EPDM or NBR seal
• body - stainless steel or acid-resistant steel
• standard connecting bolts - galvanised, 

stainless steel bolts also available
• face-to-face length 250 mm
• package box dimensions: 370 x 390 x 900 mm
• possibility to purchase selected repair clamps from 

the set

TECHNICAL DATA / STANDARDS
• seal acc. PN-EN 681-1
• nominal pressure PN10/PN16
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C

64

www.domex-group.com

We reserve the right to design changes according to standards and technological progress
2021/01



No. DN Element
combination

Diameter 
range
[mm]

Pipe type

GGG GG STAL PVC PE
AC

calibrated non-calibrated

1 DN 100 2 108 - 121 x x x x x x -

2 DN 125 3 130 - 140 - - x x x - -

3 DN 150 4 161 - 171 x x x x x - -

4 DN 175 5 191 - 201 - x x x x - -

5 DN 200 1 + 2 213 - 233 x x x x x - -

6 DN 200 1 + 3 233 - 253 - - - - - x x

7 DN 225 1 + 3 233 - 253 - x x x x - -

8 DN 250 2 + 3 253 - 273 - x x - - - -

9 DN 250 1 + 4 264 - 284 x x x x x - -

10 DN 250 2 + 4 284 - 304 - - - - - x x

11 DN 275 2 + 4 284 - 304 - x x - - - -

12 DN 300 1 + 5 294 - 314 - - - - - - -

13 DN 300 3 + 4 304 - 324 - - x x x - -

14 DN 300 2 + 5 314 - 334 x x x x x - -

15 DN 300 3 + 5 335 - 355 - - - - - x x

16 DN 325 3 + 5 335 - 355 - x x x x - -

17 DN 350 1 + 2 + 3 354 - 384 x x x - - - -

18 DN 350 4 + 5 363 - 383 x x x - - - -

19 DN 350 1 + 2 + 4 386 - 416 - - - x x x x

20 DN 400 1 + 2 + 4 386 - 416 - x - - - - -

21 DN 400 1 + 3 + 4 406 - 436 x x x - - - -

22 DN 400 2 + 3 + 4 426 - 456 x x - x x x -

23 DN 400 1 + 3 + 5 436 - 466 - - - x x x x

24 DN 450 1 + 3 + 5 436 - 466 - - x - - - -

25 DN 450 2 + 3 + 5 456 - 486 x x x - - - -

26 DN 450 1 + 4 + 5 467 - 497 x x - - - - -

27 DN 450 2 + 4 + 5 487 - 517 - - - - x x -

28 DN 500 3 + 4 + 5 508 - 538 x x x - - - -

29 DN 500 1 + 2 + 3 + 4 527 - 567 x x - x x x -

30 DN 500 1 + 2 + 3 + 5 558 - 598 - - - x x x -

31 DN 550 1 + 2 + 3 + 5 558 - 598 - x - - - - -

32 DN 600 1 + 2 + 4 + 5 589 - 629 - - x - - - -

33 DN 600 1 + 4 + 5 609 - 649 x x x x x - -

34 DN 600 2 + 4 + 5 629 - 669 x x - x x - -
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INDEX NO.

CAULKER
421

APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended for connection or 
repairs of leaking joints of socket cast iron pipes.

DESIGN FEATURES
• diameter range DN50-DN600
• body - ductile iron EN GJS-500-7
• EPDM or NBR seal
• standard connecting bolts - galvanised, 

stainless steel bolts also available
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• seal acc. PN-EN 681-1
• nominal pressure: PN16
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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DN
Diameter range

Weight  
[kg]Dmin-max 

[mm]

50 62 - 68 3,3

65 75 - 84 4,3

80 94 - 100 8,5

100 114 - 120 9,1

150 166 - 173 11,2

200 217 - 224 13,4

250 270 - 276 18,2

300 321 - 328 19,6

350 373 - 380 27,0

400 424 - 431 30,4

500 527 - 534 37,2

600 630 - 638 50,0

No. Part Material Standard 

1 Nut S235JR / Zn5 PN-EN ISO 4032

2 Bolt S235JR / Zn5 PN-EN ISO 4017

3 Body EN GJS-500-7 PN-EN 1563

4 Seal EPDM or NBR PN-EN 681-1
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JOINT



INDEX NO. EXPANSION 
JOINT

701
APPLICATION
Waterworks systems, wastewater and other liquids 
chemically neutral. Intended to adjust the length 
of the pipeline, during assembly and disassembly of 
fittings, and to protect against longitudinal stresses.

DESIGN FEATURES
• diameter range DN50-DN200
• body - ductile iron EN GJS-500-7
• EPDM or NBR seal 
• standard connecting bolts - galvanised, 

stainless steel bolts also available
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200: PN10 or PN16

• temperature range: 
- EPDM: -10°C / +60°C 
- NBR: -20°C / +80°C
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DN Lmin - Lmax 
[mm]

ØDk 
[ mm ]

DØ 
[mm]

Weight  
[kg]

50 230 - 350 165 125 11,4

80 230 - 350 200 160 15,6

100 320 - 550 220 180 27,5

150 380 - 580 285 240 48,6

200 380 - 580 340 295 62,0

No. Part Material Standard 

1 Sleeve EN GJS-500-7 PN-EN 1563

2 Bolt M12 S235JR / Zn5 PN-EN ISO 4017

3 Ring EN GJS-500-7 PN-EN 1563

4 Seal EPDM or NBR PN-EN 681-1

5 Nut S235JR / Zn5 PN-EN ISO 4032

6 Body EN GJS-500-7 PN-EN 1563

7 Washer S235JR / Zn5 PN-EN ISO 7089
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INDEX NO. FLANGED 
TEE T

801
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN50-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300: PN16 on request
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DN dn e1 e2 H L

PN10 PN16
Weight  

[kg]DA DB da db DA DB da db

50 50 7,0 7,0 150 300 165 125 165 125 165 125 165 125 11,0

80

50

7,0

7,0 165 330 200 160 165 125 200 160 165 125 14,6

50 7,0 140 310 200 160 165 125 200 160 165 125 14,2

80 7,0 165 330 200 160 200 160 200 160 200 160 15,6

100

50

7,2

7,2 165 320 220 180 165 125 220 180 165 125 18,7

50 7,0 165 360 220 180 165 125 220 180 165 125 17,6

80 7,0 175 360 220 180 200 160 220 180 200 160 18,4

100 7,2 180 360 220 180 220 180 220 180 220 180 19,3

125 80 7,5 7,0 190 400 250 210 200 160 250 210 200 160 24,0

150

80

7,8

7,0 205 440 285 240 200 160 285 240 200 160 28,3

80 7,0 200 360 285 240 200 160 285 240 200 160 29,5

100 7,2 205 440 285 240 220 180 285 240 220 180 30,5

150 7,8 220 440 285 240 285 240 285 240 285 240 34,5

200

80

8,4

7,0 235 520 340 295 200 160 340 295 200 160 41,7

80 7,0 225 380 340 295 200 160 340 295 200 160 42,5

100 7,2 240 520 340 295 220 180 340 295 220 180 42,8

100 7,2 230 400 340 295 220 180 340 295 220 180 44,0

150 7,8 245 520 340 295 285 240 340 295 285 240 48,0

200 8,4 260 520 340 295 340 295 340 295 340 295 53,0

250

80

9,0

7,0 265 405 395 350 200 160 405 350 200 160 65,0

100 7,2 270 425 395 350 220 180 405 350 220 180 68,0

150 7,8 280 485 395 350 285 240 405 350 285 240 71,0

200 9,0 325 540 395 350 285 240 405 350 285 240 80,0

250 9,0 350 600 395 350 395 350 405 350 405 350 89,0

300

80

9,6

7,0 295 425 445 400 200 160 460 410 200 160 91,0

100 7,2 300 450 445 400 220 180 460 410 220 180 75,0

150 7,8 310 505 445 400 285 240 460 410 285 240 96,0

200 8,4 320 800 445 400 340 295 460 410 340 295 105,0

250 9,0 330 620 445 400 395 350 460 410 405 350 116,0

300 9,6 340 800 445 400 445 400 460 410 460 410 125,0
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INDEX NO. DUCKFOOT 
BEND N 90⁰

803
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN80-DN150
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connections acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16
• temperature range: 0°C / +50°C
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DN e L C d
PN10 PN16 Weight  

[kg]DA DB DA DB

80 7,0 165 110 180 200 160 200 160 14,0

100 7,2 180 125 200 220 180 220 180 18,5

150 7,8 220 160 250 285 240 285 240 31,2
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INDEX NO. FLANGED 
BEND Q 90⁰

804
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN80-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connections acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN e L
PN10 PN16 Weight  

[kg]DA DB DA DB

80 7,0 165 200 160 200 160 9,7

100 7,2 180 220 180 220 180 11,9

150 7,8 220 285 240 285 240 21,0

200 8,4 260 340 295 340 295 33,6

250 9,0 350 395 350 405 355 52,0

300 9,6 400 565 515 460 410 84,0
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INDEX NO. FLANGED 
BEND FFK 45⁰

805
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN80-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN e L
PN10 PN16 Weight  

[kg]DA DB DA DB

80 7,0 130 200 160 200 160 9,3

100 7,2 140 220 180 220 180 11,3

150 7,8 160 285 240 285 240 19,0

200 8,4 180 340 295 340 295 28,0

250 9,0 350 400 350 400 355 62,0

300 9,6 400 565 515 460 410 78,0
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INDEX NO. DOUBLE FLANGED 
SPIGOT FF

808
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN50-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN L e
PN10 PN16 Weight  

[kg]DA DB DA DB

50 100

7,0 165 125 165 125

5,0

50 200 6,9

50 300 7,5

50 500 9,8

50 1000 15,0

80 100

7,0 200 160 200 160

7,8

80 200 8,6

80 300 10,5

80 400 11,4

80 500 13,2

80 1000 21,0

100 100

7,2 220 180 220 180

8,4

100 200 10,6

100 300 12,3

100 400 15,0

100 500 15,5

100 1000 25,5

150 100

7,8 285 240 285 240

13,2

150 200 16,7

150 300 19,5

150 400 22,0

150 500 23,8

150 1000 42,0

200 200

8,4 340 295 340 295

24,0

200 300 28,5

200 400 34,5

200 500 39,0

250 200

9,0 395 350 405 355

32,0

250 300 40,0

250 400 43,8

250 500 47,0

250 1000 721,6

300 300

9,6 565 515 460 410

51,0

300 500 63,0

300 1000 93,0
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INDEX NO. SINGLE FLANGED 
SPIGOT F

809
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN80-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN d e L
PN10 PN16 Weight  

[kg]DA DB DA DB

80 98 7,0 350 200 160 200 160 8,5

100 118 7,2 360 220 180 220 180 11,0

150 170 7,8 380 285 240 285 240 18,0

200 222 8,4 400 340 295 340 295 24,5

250 274 9,0 420 400 350 400 355 40,0

300 326 9,6 440 455 400 455 410 52,0
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INDEX NO. SINGLE FLANGED 
SPIGOT FW

810
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral.

DESIGN FEATURES
• diameter range DN50-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN d e L
PN10 PN16 Weight  

[kg]DA DB DA DB

50 63 7,0 105 165 125 165 125 4,0

80 90 7,0 132 200 160 200 160 5,8

80 90 7,0 128 200 160 200 160 5,7

100 110 7,2 146 220 180 220 180 6,8

100 110 7,2 141 220 180 220 180 6,9

150 160 7,8 175 285 240 285 240 12,4

150 160 7,8 160 285 240 285 240 12,0

200 225 8,4 192 340 295 340 295 20,0

250 280 9,0 202 400 350 400 355 25,7

300 315 9,6 214 455 400 455 410 33,0
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INDEX NO. REDUCER 
FFR

811
APPLICATION
Waterworks, wastewater systems and other liquids 
chemically neutral. 

DESIGN FEATURES
• diameter range DN65-DN300
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN50-DN150: PN10/PN16 
- DN200-DN300: PN10*

• temperature range: 0°C / +50°C

*DN200-DN300 PN16 on request
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DN dn e1 e2 L

PN10 PN16
Weight  

[kg]DA DB da db DA DB da db

65 50 7,0 7,0 200 185 145 165 125 185 145 165 125 7,3

80
50

7,0
7,0 200

200 160
165 125

200 160
165 125 8,2

65 7,0 200 185 145 185 145 8,4

100

50

7,2

7,0 200

220 180

165 125

220 180

165 125 9,4

65 7,0 200 185 145 185 145 9,5

80 7,0 200 200 160 200 160 10,0

125
80

7,5
7,0 200

250 210
200 160

250 210
200 160 12,0

100 7,2 200 220 180 220 180 14,2

150

80

7,8

7,0 200

285 240

200 160

285 240

200 160 16,5

100 7,2 200 220 180 220 180 16,8

125 7,5 200 250 210 250 210 17,2

200

80

8,4

7,0 300

340 295

200 160

340 395

200 160 22,2

100 7,2 300 220 180 220 180 23,5

125 7,5 270 250 210 250 210 23,0

150 7,8 300 285 240 285 240 24,0

250

80

9,0

7,0 300

395 350

200 160

405 355

200 160 27,5

100 7,2 300 220 180 220 180 55,0

150 7,8 300 285 240 285 240 51,2

200 8,4 300 340 295 340 295 38,0

300

100

9,6

7,2 270

565 515

220 180

460 410

220 180 32,0

150 7,8 300 285 240 285 240 34,0

200 8,4 300 340 29 340 295 51,0

250 9,0 300 395 350 405 355 52,0
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INDEX NO. THREADED
FLANGE

812
APPLICATION
Waterworks and wastewater installations.
Intended for connecting pipes or devices
with an external thread with flange fittings.

DESIGN FEATURES
• diameter range DN50-DN150
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- PN10/PN16
• threaded connection acc. PN-EN ISO 228-1
• temperature range: 0°C / +50°C
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DN Dz 
[mm]

Do 
[mm]

do 
[mm]

n 
[mm]

b 
[mm]

Weight  
[kg]

50 165 125 19 4 16 2,1

80 200 160 19 8 16 3,0

100 220 180 19 8 16 3,8

150 285 240 19 8 16 6,6

DN

Threaded outlet

1"
[~25mm]

1 1/4" 
[~32mm]

1 1/2" 
[~40mm]

2" 
[~50mm]

2 1/2" 
[~65mm]

3" 
[~80mm]

50 x x x x – –

80 x x x x x x

100 x x x x x x

150 x x x x x x
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INDEX NO. BLANK 
FLANGE X

813
APPLICATION
Waterworks and wastewater installations.
Intended for closing pipes or flange fittings.

DESIGN FEATURES
• diameter range DN50-DN150
• body - ductile iron EN GJS-500-7
• milled grooves in the face of the flange
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- PN10/PN16
• temperature range: 0°C / +50°C
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DN Dz 
[mm]

Do 
[mm]

do 
[mm]

n 
[mm]

b 
[mm]

Weight  
[kg]

50 165 125 19 4 16 2,2

80 200 160 19 8 16 3,1

100 220 180 19 8 16 3,9

150 285 240 19 8 16 6,7
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INDEX NO.
FLANGE 
CONVERTER 
DN80 8/4

814
APPLICATION
Waterworks and wastewater installations.
Intended for fastening 8-ports flanged fittings
with 4 - ports flanged fittings.

DESIGN FEATURES
• body - ductile iron EN GJS-500-7
• installation with one wrench only
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- PN10/PN16
• temperature range: 0°C / +50°C
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DN Dz 
[mm]

Do 
[mm]

do 
[mm]

i 
[mm]

b 
[mm]

Weight  
[kg]

80 200 160 18 8 16 3,10
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ACCESSORIES



INDEX NO.
FIXED LENGTH 
EXTENSION SPINDLE 
FOR GATE VALVES

911
APPLICATION
Waterworks, wastewater and gas installations. 
Intended for opening and closing of gate valves 
where are located below the ground level.

DESIGN FEATURES
• diameter range DN25-DN600
• head, base - ductile iron EN GJS-500-7
• rod - steel with anticorrosion protection - 

galvanised
• protecting tube - polyethylene PE
• spindle head fastened by a pin, rivet or bolt
• bean - shaped hole in the valve key head for easy 

assembly on the valve top
• custom made lengths acc. to individual specification 

are available

TECHNICAL DATA / STANDARDS
• produced acc. PN-M-74202
• material EN GJS-500-7 acc. PN-EN 1563
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No. Part Material Standard 

1 Head EN GJS-500-7 PN-EN 1563

2 Pin 1.4021 (2H13) PN-EN ISO 8752

3 Cover PE PN-89/C-89286

4 Rod Steel Fe/Zn5  EN 10059

5 Protective tube PE PN-89/C-89286

6 Valve key head EN GJS-500-7 PN-EN 1563

7 Cotter pin 1.4021 (2H13) PN-EN ISO 1234

8 Washer 1.4301 (0H18N9) PN-EN ISO 7089

9 Apron PE PN-89/C-89286

911 - Extension spindle fixed length

DN Kw Rd=1000 
[mm]

Rd=1250 
[mm]

Rd=1500 
[mm]

Rd=2000 
[mm]

H 
[mm]

25 ÷ 32 12 L = 700 L = 950 L = 1200 L = 1700 160

40 ÷ 50 14 L = 700 L = 950 L = 1200 L = 1700 200

65 ÷ 80 17 L = 600 L = 850 L = 1100 L = 1600 240

100 ÷ 150 19 L = 600 L = 850 L = 1100 L = 1600 310

200 24 L = 500 L = 750 L = 1000 L = 1500 410

250 ÷ 350 27 L = 400 L = 650 L = 900 L = 1500 520

400 32 - L = 450 L = 700 L = 1200 700

500 ÷ 600 36 - L = 350 L = 600 L = 1100 800
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INDEX NO.
TELESCOPIC 
EXTENSION SPINDLE 
FOR GATE VALVES

913
APPLICATION
Waterworks, wastewater and gas installations. 
Intended for opening and closing of gate valves  
and self-piercing valves where are located below  
the ground level.

DESIGN FEATURES
• diameter range DN25-DN600
• head, base - ductile iron EN GJS-500-7
• rod, profile - steel with anticorrosion  

protection - galvanised
• protecting tube - polyethylene PE
• spindle head fastened by a pin, rivet or bolt
• bean - shaped hole in the valve key head for 

easy assembly on the valve top
• custom made lengths acc. to individual 

specification are available

TECHNICAL DATA / STANDARDS
• produced acc. PN-M-74202
• material EN GJS-500-7 acc. PN-EN 1564
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No. Part Material Standard 

1 Head EN GJS-500-7 PN-EN 1563

2 Flexible pin 1.4021 (2H13) PN-EN ISO 8752

3 Cover PE PN-89/C-89286

4 Dowel PE PN-89/C-89286

5 Cotter pin 1.4021 (2H13) PN-EN ISO 1234

6 Rod Steel Fe/Zn5  EN 10059

7 Protective tube PE PN-89/C-89286

8 Protective tube PE PN-89/C-89286

9 Profile 1.0039 (S235JRH) PN-EN 10219-1,2

10 Valve key head EN GJS-500-7 PN-EN 1563

11 apron PE PN-89/C-89286

12 Washer 1.4301 (0H18N9) PN-EN ISO 7089

913 - Extension spindle telescopic

DN Kw
Rd 

900÷1300 
[mm]

Rd 
1300÷1800 

[mm]

Rd 
1500÷1900 

[mm]

Rd 
1800÷2500 

[mm]

Rd 
1900÷2500 

[mm]

H 
[mm]

25 ÷ 32 12 L min = 600 
L max = 1000

L min = 1000 
L max = 1500 - L min = 1500 

L max = 2200 - 160

40 ÷ 50 14 L min = 600 
L max = 1000

L min = 1000 
L max = 1500 - L min = 1500 

L max = 2200 - 200

65 ÷ 80 17 L min = 600 
L max = 1000

L min = 900 
Lmax = 1500 - L min = 1400 

L max = 2200 - 240

100 ÷ 150 19 L min = 600 
L max = 1000

L min = 900 
L max = 1500 - L min = 1400 

L max = 2200 - 310

200 24 - L min = 800 
L max = 1300 - L min = 1300 

L max = 2000 - 410

250 ÷ 350 27 - L min = 720 
L max = 1200 - L min = 1200 

L max = 1900 - 520

400 32 - - L min = 700 
L max = 1100 - L min = 1100 

L max = 1700 700

500 ÷ 600 36 - - L min = 650 
L max = 1000 - L min = 1000 

L max = 1600 800

Self-piercing  
valve housing

L min = 660 
L max = 1000

L min = 1000
L max = 1500 - L min = 1500 

L max = 2200 - -
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INDEX NO. HANDWHEEL 
FOR GATE VALVE

916
APPLICATION
Intended for manual opening and closing of gate 
valves.

DESIGN FEATURES
• diameter range DN40-DN600
• material - ductile iron EN GJS-500-7  

or carbon steel S235JR
• anticorrosion coating - epoxy RAL5005, 

min. 120 μm

TECHNICAL DATA / STANDARDS
• material EN GJS-500-7 acc. PN-EN 1563
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External diameter 
Ø G 

[mm]

Stem square 
[mm] M Weight  

[kg]

180 14 M8 0,5

180 14 M8 0,5

180 17 M10 0,6

200 17 M10 0,7

250 19 M10 0,9

280 19 M10 1,1

280 19 M10 1,1

340 24 M12 2,0

340 27 M12 2,1

400 27 M12 3,0

450 32 M16 12,0

450 32 M16 12,0

600 32/36 M16 19,6

600 36 M16 19,6
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INDEX NO. PE PIPE 
INSERT

931
APPLICATION
Waterworks and wastewater installations.
Intended as reinforcement of PE pipe ends.

DESIGN FEATURES
• diameter range DN80-DN200
• body, wedge - stainless steel or acid-resistant steel
• can be produced according to individual customer 

requirements
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No. Part Material Standard 

1 Body A2 / 0H18N9 PN-EN 10088-1

2 Wedge A2 / 0H18N9 PN-EN 10088-1

DN Dz 
[mm]

Fold
W 

[mm]

Weight  
[kg]

80 90

5,2 0,4

5,4 0,4

8,2 0,4

100 110

6,3 0,5

6,6 0,5

8,1 0,5

10,0 0,5

100 125

7,1 0,6

7,4 0,6

11,4 0,6

125 140 8,2 0,6

150 160

9,1 0,7

9,5 0,7

11,8 0,7

14,6 0,7

150 180
10,6 0,8

16,4 0,8

175 200 18,2 1,0

200 200 11,9 1,2

200 225

12,8 1,3

13,4 1,3

17,6 1,3

20,5 1,3
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INDEX NO. FLANGE 
SEALING SET

933
APPLICATION
Waterworks and wastewater installations.
Intended for sealing flanged connections
of water fitting.

DESIGN FEATURES
• diameter range DN40-DN300
• EPDM or NBR seal
• bolts - steel cl. 8.8 galvanised or stainless steel
• the flange sealing set can be produced according to 

individual customer needs

TECHNICAL DATA / STANDARDS
• seal acc. PN-EN 681-1
• temperature range: 

- EPDM: -10°C / +70°C 
- NBR: -20°C / +80°C
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1

3

4

2

No. Part Material Standard 

1 Washer S235JR / Zn5 PN-EN ISO 7089

2 Seal EPDM / NBR PN-EN 681-1

3 Bolt S235JR / Zn5 PN-EN ISO 4017

4 Nut S235JR / Zn5 PN-EN ISO 4032

DN Seal
[pcs]

Bolt
[pcs]

Nut
[pcs] Weight 

[kg]
M16 M20 M16 M20

50 1 4 - 4 - 1,2

65 1 4 - 4 - 1,2

80 1 8 - 8 - 1,6

100 1 8 - 8 - 1,6

125 1 8  - 8  - 2,6

150 1 - 8 - 8 2,6

200 1 - 8 - 8 2,6

250 1 - 12 - 12 4,6

300 1 - 12 - 12 4,6
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INDEX NO.
OVERGROUND 
HYDRANT 
S-KEY

961
APPLICATION
Waterworks. Intended for operation of
overground hydrants (opening/closing),
outlet caps and fire connections.

DESIGN FEATURES
• body - ductile iron EN GJS-500-7
• anticorrosion coating - epoxy RAL5005, 

min. 120 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-M-74088
• material acc. PN-EN 1563
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

A 
[mm]

B 
[mm]

R1 
[mm]

R2 
[mm]

Weight  
[kg]

~ 370 ~ 41 ~ 45 ~ 60 0,7
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INDEX NO.
GATE VALVE 
AND UNDERGROUND 
HYDRANT T-KEY

962
APPLICATION
Waterworks and wastewater installations.
Intended for operation of the gate valves,
manhole covers and underground hydrants.

DESIGN FEATURES
• body - structural steel S235JR
• valve key cap - ductile iron EN GJS-500-7
• anticorrosion coating - epoxy RAL5005, 

min. 120 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-M-74085
• material acc. PN-EN 1563
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No. Part Material Standard 

1 Bar S235JR PN-EN 10025-1

2 Pin Spring steel PN-EN ISO 8752

3 Valve key cap EN GJS-500-7 PN-EN 1563

A 
[mm]

B 
[mm]

C 
[mm]

D 
[mm]

Weight  
[kg]

~ 600 ~ 1100 ~ 285 60 8,5
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INDEX NO. SERVICE CONNECTOR 
WITH HYDRANT VALVE

963
APPLICATION
Waterworks systems, wastewater and other  
liquids chemically neutral. Inteneded for cleaning 
pipelines and conducting other revisions in water 
supply systems.

DESIGN FEATURES
• diameter range DN80-DN300
• body - ductile iron EN GJS-500-7
• EPDM or NBR seal
• straight passage
• installation in horizontal / vertical position
• standard connecting bolts - galvanised,  

stainless steel bolts also available
• anticorrosion coating - epoxy RAL5005, 

min. 250 μm

TECHNICAL DATA / STANDARDS
• produced acc. PN-EN 545
• material acc. PN-EN 1563
• flange connection acc. PN-EN 1092-2 

- DN80-DN150: PN10/PN16 
- DN200-DN300: PN10 or PN16

• temperature range: 0°C / +50°C
• outlet 52 acc. PN-91/M-51038
• maximum permitted working pressure 

of the hydrant valve - PN12 
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No. Part Material Standard 

1 Body EN GJS-500-7 PN-EN 1563

2 Nut S235JR / Zn5 PN-EN ISO 4032

3 Washer S235JR / Zn5 PN-EN ISO 7089

4 Bolt S235JR / Zn5 PN-EN ISO 4017

5 Hydrant valve Aluminium PN-91/M-51038

6 Seal EPDM PN-EN 681-1

DN dn L 
[mm]

PN10 PN16
e 

[mm]
H 

[mm]
Weight  

[kg]DA 
[mm]

DB 
[mm]

DA 
[mm]

DB 
[mm]

80

80

330 200 160 200 160 7,0 530 19,2

100 360 220 180 220 180 7,2 570 24,5

150 360 285 240 285 240 7,8 600 36,2

200 380 340 295 340 295 8,4 630 50,5

250 405 400 350 400 355 9,0 660 70,5

300 425 455 400 455 410 9,6 690 98,5
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INDEX NO. 964 HYDRANT 
DRAIN COVER

APPLICATION
Waterworks, wastewater and firefighting installations. 
Intended as a protection against flushing out  
the aggregate from the ground and against water 
separator clogging.

DESIGN FEATURES
• plastic body cover

TECHNICAL DATA / STANDARDS
• material acc. PN-EN ISO 17855-1

No. Part Material Standard 

1 Body Plastic PN-EN ISO 
17855-1

2 Pressure band Nylon PN-EN ISO 
16396-1

DN 
[mm]

H 
[mm]

D 
[mm]

Weight  
[kg]

80
240 270 1,0

100

120
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NR KAT. MARKER 
PLATE

965
APPLICATION
Location identification of waterworks pipes,
gate valves and hydrants installed underground
and on the ground.

DESIGN FEATURES
• material - aluminium
• dimensions - 200 x 140 mm
• custom made design acc. to individual
specification available

TECHNICAL DATA / STANDARDS
• produced acc. PN-86/B-09700

121We reserve the right to design changes according to standards and technological progress
2021/01

ACCESSORIES



DOMEX AROUND THE WORLD

Belarus

Kazakhstan

Russia

Latvia

Estonia

Lithuania

Slovenia

Czech Republic

Italy

Ukraine

Slovakia

Bulgaria

Romania

Hungary

Serbia

Greece

Spain

Germany

Netherlands

France

Sweden

Denmark

Norway

Ireland

Great Britain

Portugal

Cuba

Srilanka

Egypt

Poland

DOMEX Sp. z o.o.  |  58-200 Dzierżoniów  |  Pieszycka 11  |  NIP: 8821866503  |  REGON: 0000075395  |  POLAND

Secretariat +48 74 62 62 800  |  domex@domex-group.com
Sales Department +48 74 62 62 823-826  |  handlowy@domex-group.com

www.domex-group.com

www.domex-group.com


